
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3HDP 50Hz 
 

3’’ Submersible pumps 

3’’ Pompe sommerse 
 
 
 
 
 
 
 
 

www.hydrop.it 

 



  

 
 
 

 

 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3HDP 

 

APPLICATIONS 
 

✓ Water Supply from deep well 
✓ Agricultural irrigation 
✓ Pressure boosting 
✓ Fire fighting 
✓ Industrial applications 

 
 
SPECIFICATIONS 
 

✓ Delivery: up to 4.2 m³/h at 2850 rpm 
✓ Head: up to 142 meters at 2850 rpm 
✓ Maximum pump overall diameter (cable 

cover included): 77.5 mm 
✓ Maximum quantity of sand: 150 g/m³ 
✓ Delivery port: 1” 1/4 

 

 

MAIN COMPONENTS MATERIAL 



  

 
 
 
 
 
 

 

 

 

 

 

 

 

Model HP kW N. of stage 

Q (m3 / h) 

0,00 0,50 1,00 1,50 2,00 2,50 3,00 3,50 

H (m) 

3HDP2-050 0,5 0,37 15 57 57 57 55 50 43 34 22 

3HDP2-075 0,75 0,55 21 80 80 80 75 68 59 47 30 

3HDP2-100 1,0 0,75 27 102 102 102 96 87 76 60 36 

3HDP2-150 1,5 1,1 39 148 148 148 140 128 112 85 56 
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Model HP kW N. of stage 

Q (m3 / h) 

0,00 0,60 1,20 1,80 2,40 3,00 3,60 4,20 

H (m) 

3HDP3-050 0,5 0,37 11 44 44 44 42 38 30 22 12 

3HDP3-075 0,75 0,55 16 64 66 66 62 54 46 34 16 

3HDP3-100 1,0 0,75 21 85 85 85 80 70 58 43 18 

3HDP3-150 1,5 1,1 31 125 125 125 118 105 82 60 28 
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3” submersible motors 3” submersible motors, 2-wire versione 

Motori sommersi 3”, versione 2-fili

 
 
 

 
  

 
 
 
 

 
 

 

 

 

 
To be assembled with:       

Da assemblare con:       

 

 
3HDA 
3’’ Dry-Sealed Submersible Motors 

3HDA2W 
3’’ Dry-Sealed Submersible Motors, 
2-Wires version 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HyDrop is a brand of PM S.r.l. 

Via Volta, 8, 
36040 Brendola (VI) – Italy 

 
Sales & Marketing 
+39 0444 673043 | sales@hydrop.it 
Logistics & Accounting 

+39 0444 673043 | info@hydrop.it 
 

 
 
 
 

 
All information shown in this catalogue are purely indicative. 

The figures may change at any time without obligation to forewarn. 

Tutte le informazioni riportate nel presente catalogo sono indicative. 

I dati esposti potrebbero variare in qualsiasi momento e senza dovere di preavviso. E
d
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